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Description of AURATON 3003 temperature 
controller  

AURATON 3003

LCD display  

The front panel of the enclosure includes a backlit LCD display and 
four function buttons.

32

Felicitari
  ora. ultima de tehnologice solutii pe

 
3003,bazat

 Auraton fir cu termostatului achizitionarea pentru

AURATON 3003

Va
 

 
inghetului.

  impotriva camera protejeaza
  FrostGuardaFuncti

ptiuneO

 Timp   ora. aceeasi zi,la fiecare ore,in 6 de

 
 

programata
 temperatura temporar reduce a de

cranE   iluminat LCD

  iluminate slab camere in aflat este daca chiar
 

aparatului
 functionarii supravegherea posibila face iluminatEcranul

.

LCD
increase 
temperature 
button

temporary temperature 
reduction button

confirm 
or controller 
ON/OFF button

reduce 
temperature 
button

ź

ź

press briefly – confirm the temperature setting
press and hold – controller ON/OFF

 
 



Descrierea   3003 Auraton rmostatuluite
 

AURATON 3003 ecran LCD   
 

  functionare. de butoane4
 

 si
 iluminat LCD ecran un include aparatului alfrontal Panoul
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Congratulations on purchasing a wired temperature controller 
based on cutting-edge technological solu 

FrostGuard function
protects the room against freezing

Option to temporarily reduce the programmed 
temperature
For 6 hours, every day at the same time.

Backlit LCD display
Backlit display makes it possible to supervise the device 
operation even in poorly lit rooms.

LCD
buton marirea

 temperaturii      
       pentru

buton
  temperaturii atemporara

  reducerea pentru

buton

 reglare 
 

sau
 confirmare

 
pentru

 ON/OFF

buton
        

 
temperaturii

 reducerea pentru

 apasati  scurt- confirmati
  mentinetisi 

 
apasati

   temperaturii setare
– controler ON/OFF
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Ecranul
1 2 3

4

5

6

7
1.

In
in  instalat. este care 

  camera din temperatura afiseaza termostatul normal, modul 

2. Baterie  )   ( descarcata 
Acest
nivelul

CaNOTA:
in  secunde. de 30 de putin mai 

 facuta trebuie bateriei setarile,inlocuirea mentineti sa 
 acceptabil. 

 sub scazut a bateriei tensiunea cand atunci apare simbol 

Temperatura

3. Temporary temperature reduction time
This symbols shows how long the temporary temperature 
reduction mode will be on.

4. Temperature unit  (      )
Shows that the temperature is displayed in degrees Celsius.

5. Indicator that the temporary temperature reduction 
is  programmed  (     ) 
Indicates that the user has programmed the temporary 
temperature reduction mode. It appears when the mode is not 
currently on, but the function of temporary temperature 
reduction is active (more information in the “Setting the 
temporary temperature reduction mode” section).

6. Controller on indicator  (      )
Indicates the device status. It appears when the controlled 
equipment is turned on.

7. Indicator of temporary temperature reduction mode  (     )
Appears when the temporary temperature reduction program is 
running.
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Display
1 2 3

4

5

6

7
1. Temperature

In normal mode, the controller displays the temperature in the 
room in which it is installed.

2. Battery low  (    )
This symbol appears when  the battery voltage has dropped 
below the acceptable level. Replace the battery ASAP.
NOTE: to maintain the settings the battery replacement should 
last less than 30 seconds. 

3. Timpul
 Acest

al  temporare. temperaturii 
 reducere de modul functiona va timp cat arata simbol

 temporare temperaturii reducerii 

4. Unitatea  temperatura de 
 

5.
      este  programata 

 temporare temperaturii reducerea ca arata care Indicator   

Indica
a
moment
siti  temporare'') temperaturii reducerii a setare de ''Modul sectiunea in 

 ga- informatii multe activa.(mai este sa functia pornit,insa 
  moment acel in este nu modul cand atunci temperaturii.Apare 
 tempoarara reducere de modul programat a utilizatorul ca 

6. Indicator   termostatului a pornire de  (      )
Indica

 pornit. este programat
 echipamentul cand atunci Aparedispozitivului. starea 

7. Indicator
 temperaturii 

 al temporara reducere de modului al 
 (     ) 

  
 Arata  Celsius. gradele in afisata este temperatura ca 

 
  

 Apare
e  functiune. in 

 temperaturii a tempoara reducere de programul cand atunci 
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 Connecting the leads to AURATON 3003

To connect the leads remove the front panel as shown below:

The lead terminals are on the controller's back wall, under the 
plastic cover.

cover

screw

1.
2.

1. 2.

Selectarea
de camera  3003 Auraton  

   termostatul pentru corecte locatiei 

 Localizarea termostatului.  functionarea semnificativ afecta poate

 
Termostatul
la
termostatul
loc
tivelor
expuse
unei
va  vibratiilor. expus fi 

  termostatul ca ,pentru probleme asemenea de cauza usi,poate 
 apropierea in termostatul soarelui.Instaland razele la direct 
  locuri in sau caldura(TV,radiatoare,frigidere) genereaza care 
 dispozi- apropierea in instalati sa-l aerul.Evitati circule sa care in 
  intr-un despartitor) camerei(perete al interior peretele pe 

 corect.Instalati functioneze nu sa soarelui,poate ale directe razele 
 expus sau aer de circulatie o nici cu loc intr-un localizat 
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Location can significantly affect the controller operation.  Controller 
located in a place with no air circulation or exposed to direct sunlight 
may not work correctly. Install the controller on the internal wall of 
the building (partition wall), in a place with air circulation. Avoid 
installing it in the vicinity of heat generating devices (TV set, heater, 
fridge) or in places exposed to direct sunlight. Installing the 
controller near a door may also cause problems as the controller will 
be exposed to vibrations.

Selecting  a correct location 
for the AURATON 3003 temperature controller

Conectarea
 
 

 3003 Auraton la firelor 
Ca
cum    vedeti: 

 aparatului,dupa a frontala carcasa inlaturati firele conectati sa 

1. 2.

Firele
 

  termostatului,sub spatele din peretele pe situate sunt 
 plastic de capacul .

capac

surub

1.
2.

1. 2.
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firele  bornelor 3.

N
O
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O
M

N
C

firele  bornelor 

NC

COM

NO 

Este
  cazuri multe

 mai cele stari.In doua cu bipolar tipic releu un 
borna

NOTA:Dupa
plastic. 

 de capacul ,reasezati firele conectati ce 
 folosita. este nu NC

capac

Inlocuirea  bateriilor 
Compartimentul tului,in

inlaturati
tarea  3003''. uratonA la firelor 

 sectiunea''Conec- la apare cum dupa frontala carcasa 
  bateriile puneti sa dispozitivului.Ca a frontala partea

  termosta- interiorul in localizat este bateriilor 

 

battery 
compartment
2x AAA 1.5 V

Put two AAA 1.5V batteries into the 
compartment, observing the polarity.

1. Remove the controller front panel (as shown in the  section 
”Connecting the leads to AURATON 3003”).

2. Drill two 6mm dia holes in 
the wall (set the holes spacing 
using the controller rear panel).

Fastening the controller on the wall

N
O

C
O
M

N
C

opening 
for the screw
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lead terminals3.

N
O

C
O
M

N
C

lead 
terminals

NC

COM

NO 

It is a typical single-pole two-state relay. In most cases, the NC 
terminal is not used.
NOTE:  After connecting the leads replace the plastic cover.

cover

Installing/replacing batteries
The battery compartment is located inside the controller, in the 
front part of the enclosure. To place the batteries remove the front 
panel as shown in the  section ”Connecting the leads to 
AURATON 3003”.

compartimentul
bateriilor 

  

2x AAA 1.5 V

Puneti
observand  polaritatea. compartiment,

 in 1.5V AAA baterii doua 

 perete: pe 3003 Auraton termostatului fixareaPentru 

Inlaturati1.
 3003'') Auraton la firelor ''Conectarea sectiunea

 la vedeti cum termostatului(dupa a frontala carcasa 

Faceti2.

(stabiliti
panoul  termostatului) spatele din 

 folosind gauri dintre spatiul 
 perete in  6

   
mm

  diametrul de gauri doua 

Fixarea  perete pe termostatului 

N
O

C
O
M

N
C

deschizatura
 surubepentru 
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lasati.P diblurile3
in echipament)
 
 
 
 
 
 

  
   incluse sunt (diblurile facute gaurile in extindere de 

Fixati4.  kit. in incluse surubele folosind perete pe carcasei spatele

  Reasezati5.  frontala. carcasa

:InNOTA  
loc

 lemn. de peretele in surubeledirect
rubati

  
  insu si mm) 6 de  mm(in 2,7 dia de gauri faceti prelungire.Doar 

 de diblurile folositi sa trebuie lemn,nu de perete unui cazul

Fixarea  frontale carcasei 
 .

pini  

Atunci

 
corespunzator  pinului. locasul in 

 introdusi sunt pinii ca asigurati-va frontala carcasa inlocuiti cand 

First start of the controller
After a correct placement of batteries 
in the compartment all segments will 
appear on the display for a second 
(display test), followed by the software 

will be displayed after a moment. 
The controller is ready for operation.

Setting the temperature 
NOTE: T

the display backlight on, only the second pressing activates a 
given function.

To set the required temperature in the normal operation mode:

1. Press the            or              button. 
The temperature display segment will

 
 

go into the edit mode and will start 
flashing. 

he first pressing of any function button always turns 

 

Atunci

 
conexiunea  control. de semnalele transmit care bornelor 

 la atenti spate,fiti din cea pe frontala  carcasainlocuitin cand 

locasul
pinului 

  

panou  frontal 
  

spate 
 panou 
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3. Place the expansion plugs into the drilled holes (plugs are 
included in the kit).

4. Fasten the rear panel to the wall using the screws included 
in the kit.

wood.

FRONT PANEL REAR PANEL

Placing the front panel: NOTE
When replacing the front panel onto the rear panel pay attention to 
the pin connection which transmits the control signals.

Pins Pin socket

When replacing the front cover make sure that the pins are 
inserted into the pin socket.

Prima  termostatului a pornire 

 
 
 
 
 

gata    functionare. de 

Setarea  temperaturii 
NOTA:Prima
porneste
za  data. functie o 

 activea- tastare doua de-a cea ecranului,doar iluminarea 
  intotdeauna functionare de buton oricarui a tastare 

Ca  operare: de normal modul in ceruta temperatura setati sa 

.Apasati1          sau                . 
 

 
 

Dupa
compartimentul
vor
(testul
versiunii
Temperatura
afisata   este timp.Termostatul un dupa 

 fi va camera din actuala 
 softwareului. 

  numarul de ecranului),urmat 
 secunda o pentru ecran pe aparea 

  segmentele lor,toate 
 in bateriilor a corecta punerea 

Segmentul
merge
sa . intermitent clipeasca 

  incepe va si editare de modul in 
 va ecran pe de temperaturii 



2. The controller goes to the temporary temperature reduction mode 
and every day at the same time it will reduce the 
temperature by 3°C for 6 hours. 

NOTE: After 6 hours the controller will revert to the basic 
temperature  setting. On the display the moon symbol (    ) 
will be replaced by the sun symbol (      ). 

NOTE: The temporary temperature reduction mode always starts 
when the function is activated. This means that the possible 
temporary temperature reduction should be programmed 
at the time when you want the temperature change to 
happen. 

Switching off the temporary temperature 
reduction mode
To switch off the temporary temperature reduction mode, press and 
hold this button               for 3 seconds.
The display will show the current temperature in the room and the 
controller will revert to the normal mode of operation. 

 

1. Apasati  butonul             si  secunde. 3 pentru apasat tineti-l         
Ecranul ( lunii simbolul arata va      ) si orei  contorul  

Folosind2. butoanele                               si    

3. Confirmati-va tastand setarile  butonul scurt       
     

Setarea
temperaturii 

  a temporara reducere de modului 
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 Daca
temperatura

  temperatura: reduci
 sa ore.Ca 6 pentru face poti o ,atunci ora aceeasi

 la zi fiecare in °C 3 la redusa 
 camera in aveti sa doriti motiv orice pentru 

 
 (6:h) 

 

 puteti
 

 dorita temperatura seta 
in    Celsius. grade 0.2 de acuratete o cu camera 



2. Termostatul
si
de  ore. 6 

 timp 3°C  la redusa fi va ora,temperatura aceeasi zi,la fiecare in 
 temporare temperaturii al reducere de modul in intra 

NO AT Dupa:
 lunii simbolul ecran raturii.Pe 

 tempe- a baza de setarea la reveni va termostatul ore6   
(    )  al cel cu inlocuit fi va 

soarelui  (       ). 
NO A:T

  

atunci             

timpul              intimple. se sa temperaturii schimbarea ca dvs.doriti cand 
 la programata fie sa trebui ar temporare temperaturii a posibila             

  reducerea ca inseamna activata.Aceasta este functia cand 
 incepe intotdeauna temperaturii al temporara reducere de Modul  

Oprirea   temperaturii a temporarareducere  demodului   

Ca
apasati
 
Ecranul
veni  functionare. de normal modul la 

 re- va termostatul si camera din actuala temperatura arata va 

 secunde. 3 pentru           buton acest tineti si 
 temporare, temperaturii al temporara reducere de modul inchideti sa 

 

If for any reason you want to have the temperature in 
the room reduced by 3°C every day at the same time, 
then you can do it for 6 hours. To reduce the 
temperature:

1. Press the button               and hold it for 3 seconds.          
The  display will show the  symbol of moon (     ) and the hour 
counter (       ). 

2. Using the            and             buttons set the desired temperature 
in the room with the 0.2°C accuracy. 

3. Confirm your settings by briefly pressing the              button. 

Setting the temporary temperature 
reduction mode
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Termostatul

 
ciala
atunci  oprit. este termostatul cand 

 activata e ta.Functia camera in inghetului pagubele previne care 
 spe- functie printr-o  caracterizeaza se 3003 Auraton 

Cand   2°C,ecranul la scade mereica temperatura oprit,iar e termostatul 
va   (Fr simbolul arata Fr)   si    ,iar  
creste
gaturile. 

 le- deconecta va releul si nou din inchide eva s 2.2°C,ecranul la 
 temperatura actiona.Cand va releul 

1514

Functia FrostGuard  

Poti  butonul scurt apasand termostatul oricand deschide si inchideź

Prima

  
lumina  data. functie o activeaza tastare 2-a a ecranului,doar 

 aprinde intotdeauna functionare de buton oricarui a apasareź

In
e    butonul apasa a cu fel la 

 secunde, 10 pentru buton orice apasa a de programarii,esecul timpulź

 
 

 

Note

Technical specification
 Operating temperature: 0  –  45°C
Temperature measurement range: 0  –  35°C
Temperature control range: 5  –  35°C
Hysteresis: ±0,2°C
Default temperature setting: 20°C
Additional function: FrostGuard
Operation cycle: daily
Operation status indication: LCD
Maximum load current  

~ 16A 250VACon relay contacts:
Power supply: 2x  AAA 1.5V 

alkaline batteries 

Disposal
The controller bears the WEEE crossed waste bin mark. According 
to the Directive 2002/96/CE and the Waste Electrical and 
Electronic Equipment Act, this marking means that after its life 
such equipment may not be disposed of together with the 
household waste.
The user should deliver it to a collection centre of waste 
electrical and electronic equipment.

 

 



The AURATON 3003 controller features a special FrostGuard 
function which prevents freeze damage to your room. The function 
is activated when the controller is off.
When the controller is off and the temperature in the room drops to
2°C, the display will show the symbols  Fr (      ) and       ,   and the 
relay will activate. When the temperature rises to 2.2°C  the display 
will turn off again and the relay will disconnect the contacts. 

1514

FrostGuard function

ź

ź

ź

You can switch on and off the controller any time by briefly 
pressing the                button.

The first pressing of any function button always turns the display 
backlight on, only the second pressing activates a given 
function.

During programming, failure to press any button for 10 seconds 
is the same as pressing the button               .

Notes

 tehnice Date

Intervalul  lucru de temperaturii : 0  –  45°C
 temperaturii a masurareIntervalul  de : 0  –  35°C

 temperaturiiIntervalul control  al  de : 5  –  35°C
Histerezis: ±0,2°C

 fabricatie de temperaturii Setarile : 20°C
 aditionala Functie : FrostGuard

 functionare de Ciclul : daily
 functionare ed starii al Indicator : LCD

 alimentare de maximAmperaj  
~ 16A 250VAC

 releului contactele in :
 curent Alimentare : 2x  AAA 1.5V   

baterii  alcaline 

Informatii  produsului reciclarea privind
Dispozitivelesunt de  WEEEtomberonului simbolul cu marcate 
. 

 barat. deseuri     

echipamentul electric
 
 

ment
menajere. 

 deseuri alte cu impreuna colectat fi poate exploatare,nu de perioada ,dupa 
 echipa- acest ca informeaza semnacestelectronic, si 

  privind egiiL a si  Europeana Directiva cu conformitate In 2002/96/CE

Utilizatorul
 electronic. si electric echipamentului a colectare

 de centru un la predea sa-l obligat este 
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